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Log Book Notes 
    

 
W. Vermont Street Site          11/7/09 
Weather – Nice ~ 60 °F 
 
0330 START member Jon Colomb mobilizes to Site from Chicago, IL. 
0800 Arrive at 4018 W. Vermont Street and meet with ERRS Remediation Manager Richie Byrd.  RM 

Byrd briefs Jon on the work they will be doing today. 
0817 Payne Electric Co, Inc. arrives on Site. 
0825 The resident at 4018 W. Vermont, Katherine Mueller meets everyone out back and grant access 

to the house. 
0830 Electrician opens electrical panel and deems that it is unfit and unequipped to handle the full 

electrical demands of the house with the newly installed stripper system. (PICTURE) 
0853 Electrician shuts off power to the house and begins removing the electrical components from their 

circuits (PICTURE) 
0944 Electrician finishes removing original electrical box and begins installing SIEMANS 100A Load 

Center electrical panel. 
1028 Electrical line from the stripper system to electrical box is replaced with a heavier duty gauge wire 

to prevent surges in the line. 
1120 New electrical panel installed – each fuse is put in place and tests are run on the major electrical 

components.  Everything seems to be working fine.  
1131 New circuit breakers are labeled and the electrical panel is closed.  
1143 Floor access is closed and the renter approves of the completed work. 
1217 Payne, ERRS, and Weston START leave Site.  
1625 START Colomb arrives home.  
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Log Notes for 10-28-09 

 

 
0730 Hours: START Kane arrives on site at 4042 West Vermont Street in Marion 

County, Speedway, Indiana. 

 

0800 Hours: START Kane meets with Property owner Juanita Smith and obtains signed 

Consent for Access to Property Paperwork for property at 4042 West Vermont Street and 

for property at 4018 West Vermont Street which is owned by Peggy Smith. 

 

0830 Hours: START Kane is informed by Environmental Restoration’s (ER’s) Removal 

Manager Richie Byrd that parts for the vinyl chloride filter installation are not presently 

available and he will have to obtain the parts during the day for installation activities to 

begin on 10-29-09. 

 

0900 Hours: OSC Brian Schlieger arrives to site and is debriefed by Richie Byrd of the 

present part situation. OSC Schlieger determines that installation activities will begin at 

0800 Hours on 10-29-09. OSC Schlieger and START Kane conduct reconnaissance 

activities of commercial/industrial businesses that are presently considered potential 

responsible parties. 

 

0930 Hours: START Kane, OSC Schlieger and RM Richie Byrd off-site for the day. 

 

 

Log Notes for 10-29-09 

 
0800 Hours: START Kane arrives on site to 4018 West Vermont Street, OSC Schlieger 

and RM Richie Byrd on Site.  OSC Schlieger obtains signed Consent for Access to 

Property Paperwork from renter of property Katherine Mueller (Landlord is Peggy 

Smith) 

 

0845 Hours: Two plumbers arrive on site (Doug Scaggs & Richard Sommers) from B & 

W Plumbing Speedway, Indiana 46224 Telephone # 317-243-3581; Fax# 317-243-4444; 

e-mail www.bplusw.com. 

 

0915 Hours: Plumbers measure door leading down to sub-basement (29”.00) and will 

have to remove door due to width of ‘air stripper’ canister that is part of the vinyl 

chloride treatment system. 

 

0930 Hours: Plumbers will have to access side entry door in order to move air-stripper 

into house prior to entry into sub-basement  
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0940 Hours: Plumbers assessing where holes will have to be cut for plumbing set-up (4” 

PVC pipe) from interior to exterior of rear of house near where existing AC unit is 

located. 

 

1000 Hours: Plumbers utilize pump to drain existing 80 gallon pressure tank due to no 

drains in sub-basement of 4018 West Vermont. Note drainage hose pump leads outside to 

garden area. 

 

1100 Hours: Installation activities continue at 4018 West Vermont.  Plumbers in process 

of fabricating copper pieces within back of company work truck and figuring out 

placement logistics of majority of treatment system and associated copper and PVC 

piping in relation to existing well treatment system located in sub-basement. 

 

1130 Hours: Plumber returns with a ‘uni-body strut’ mount for pump that will be 

attached to top of treatment pressure tank (according to plumbers this is the ideal set-up!). 

RM Richie Byrd along with START Kane overseeing installation activities within sub-

basement. 

 

1230 Hours: Plumbers begin cinder block coring activities where 4” PVC pipe will exit 

from subbasement.  Filter system installation activities continue within sub-basement by 

other plumber. 

 

1330 Hours: Plumbers have completed cinder block coring activities.  Plumbers identify 

faulty part of vinyl chloride filter system set-up that is causing leaks (actuator valves that 

contain seals ‘Photo documented’).  Leaking valves will have to be ‘swapped out’ and 

replaced. 

 

1400 Hours: Plumbers will ‘switch out’ actuator valves from another unit and test 

system.  PVC conduit system presently being measured and cut for installation of ‘pipe 

run’ outside of house. 

 

1430 Hours: Installation activities continue within sub-basement. Plumbers now confirm 

no leaks with replaced actuator valves.  Outdoor PVC pipe activities underway i.e. PVC 

elbow to straight run to blower to straight run. 

 

1545 Hours: Installation of PVC Conduit and blower from back side of house near AC 

unit is complete. Pipe extends above roofline and additional pieces added gives a 45 

degree bend towards the roof.  Metal mesh wiring placed within ‘lip’ of exhaust pipe to 

discourage birds from nesting and any other large materials from entering exhaust lip.  

 

1600 Hours: Filter installation activities completed at 4018 West Vermont Street.  

Electrician will be on-site tomorrow for electrical wiring activities associated with filter 

system 

 

1630 Hours: All Personell off-site. 
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Log Notes for 10-30-09 
 

0830 Hours: START Kane, OSC Schlieger on site.  Richie Byrd on site at 0815 Hours.  

Electrician from Guardian/Dowdy Electric on site at 0830 Hours (David Reynolds).   

 

0900 Hours: Plumber (Richard Sommers) from B & W on site to install vinyl chloride 

filtration system at 4042 West Vermont Street on main floor of residence in area between 

house and garage (addition).  Electrician starting at 4018 W. Vermont will wire electrical 

box for pump and blower to city code standards. When completed electrician is scheduled 

to wire filter system at 4042 W. Vermont Street. 

 

1000 Hours: Electrical wiring activities continue at 4018 W. Vermont.  Plumbing 

activities continue at 4042 W. Vermont Street. 

 

1030 Hours: Electrician has finished wiring activities at 4018 W. Vermont and will begin 

wiring at 4042 Hours. 

 

1230 Hours: Wiring activities completed at 4042 W. Vermont, Electrician off-site.  Filter 

installation activities continue. 

 

1300 Hours: Filter system (pump, blower and air stripper) activated at 4018 W. Vermont.  

START Kane provides photo copy of signed access agreement to renter (Kathy Mueller) 

at 4018 W. Vermont. 

 

1400 Hours: Filter installation activities continue at 4042 W. Vermont. System at 4018 

W. Vermont functioning normal. 

 

1500 Hours: OSC Schlieger off-site, installation activities continue at 4042 Hours. 

 

1700 Hours: Filter installation activities have been completed at 4042 and system has 

been activated and is operating normally.  START requests a ‘re-check’ of operations to 

confirm no leaks at 4018 W. Vermont Street.  Due to heavy and persistent rain 

throughout the afternoon, the RM will return to site on Monday November 2
nd

 to seal the 

gap around the PVC pipe that exits the back side of the house with silicone caulk.  The 

RM will also bring more bottled water to both residents.  Note: Speedway/Marion 

County Health Department representative who is in correspondence with OSC Schlieger 

stating he will obtain post filter water samples from both residential properties on 

Monday November 2
nd

 and will process the samples to their internal lab for laboratory 

analysis and potential receive results by Thursday November 5
th

, until then EPA advised 

residents to still drink bottled water and to ‘flush’ the system as much as possible over the 

weekend. Note: no silicone caulking is needed at 4042 due to existing piping that 

resident already had. 
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